
MORGAN HILL OUTDOOR SPORTS CENTER LIGHTING FIGURE 4.1-1

0.125-FOOT CANDLE (fc) CONTOUR
USING EXISTING HID FIXTURES

FOR EXISTING SOCCER FIELD

0.125- FOOT CANDLE (fc) CONTOUR
USING LED FIXTURES FOR
EXISTING SOCCER FIELDS

NOTES
1. EXISTING HID LIGHT SPILLAGE INFORMATION SOURCED FROM CONCEPTUAL

TECHNICAL PLAN , PREPARED BY WILLIAM HEZMALHALCH ARCHITECTS, INC.
(DATED 12-01-14) AND INCLUDED IN THE FEBRUARY 4, 2015 CITY COUNCIL
STAFF REPORT FOR CONDIT-EVERGREEN GENERAL PLAN AMENDMENT
(GPA-13-01) AND ENVIRONMENTAL ASSESSMENT (EA-13-09).

2. LED FOOT CANDLE SPILLAGE INFORMATION SOURCED AND INTERPOLATED
FROM ILLUMINATION SUMMARY , PREPARED BY MUSCO LIGHTING (DATED
JUNE 1, 2016)

3. 0.125 FOOT CANDLES IS THE EQUIVALENT OF MOONLIGHT, PER THE
CONCEPTUAL TECHNICAL PLAN REFERENCED ABOVE.

EXISTING STADIUM LIGHT FIXTURE

PROPOSED LED LIGHTING SUMMARY

Source: Ruggeri-Jensen-Azar, June 21, 2016. 


